
Power-Packed Engine
with 3-Cylinder

Master Control with 
8 F + 2 R Constant

Mesh Transmission

Lift Heavy 
with Ease –

1800 kg Capacity

A Powerhouse of
Farming Excellence

HERITAGE 6050 - 4WD



Make

No. of Cylinders

Tractor Horsepower

Displacement (cc)

Rated RPM

Aspiration

Fuel tank capacity (Ltrs.)

Air cleaner 

Gear

Type

Type

Differential Lock

Speed (rpm)

Type

STEERING Type

Control system

Lift Capacity -  at lower link end (kg) 

Standard auxiliary valve

Front Tyre

Rear Tyre

Overall length (mm)

Overall width (mm)

Overall height (mm)

Wheel base (mm)

HYDRAULIC

TYRE

DIMENSIONS
(+/-2%)

ENGINE

TRANSMISSION

REAR AXLE

CLUTCH TYPE

FARMTRAC HERITAGE 6050 (4WD)

Rear tow hook

Swinging draw bar

ROPS

Canopy

Battery 

Rear wheel weight

Front weight

Front weight Carrier

Driver seat

BRAKE TYPE

PTO

3-POINT HITCH

Escorts Kubota

3

50

3440

1850

Natural Aspiration

60

Dry Type

8 F + 2 R

Constant Mesh

EPI

Yes

Double Clutch

OIB

540 @ 1810 EPRM

Independent PTO

CAT I with CAT II Balls

Power Steering

Position & Draft Control

1800 kg

1 DA / 1 SA

8.3 * 24

14.9 * 28

3870

1820

2225

2160

No

1 * 40 Kg + 4 * 22 kg

Yes - 80 kg

Adjustable Type

No

No

No

No
Safety Start Switch Neutral - Gear Yes

12V, 88 AH
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Disclaimer: Product specifications and features are subject to changes due to continuous development.

OPTIONAL FEATURES

Scan for more details

Emission Norms Stage 3A

SPEED : FORWARD (KM/H) MAX./MIN Max.27.8/Min. 2.4


